The UR-103T « Shining T » Transparently Sensual Time
The UR-103T "Shining T" was presented for the first time at Baselworld 2010 and first deliveries have already found their way onto the wrists of appreciative collectors. The UR-103T "Shining T" launches an elegant assault on the horological world with two lethal weapons: transparency and brilliance.
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Transparency. 
The four hour satellites of the UR-103T « Shining T » are milled and polished from solid blocks of sapphire crystal. Sapphire is a material of beguiling contrast: its ethereal transparency evokes fragility, while its very name characterises hardness. 

Measuring 9 out of 10 on the Mohs scale of hardness, sapphire's mono-crystalline corundum structure resists the ravages of time with deceptive ease. 
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Each crystal satellite is carefully examined before assembly with meticulous jeweller's care to ensure flawless perfection.

Brillance. A unique marriage of red gold and AlTiN (Aluminium Titanium Nitride) endows the case of the UR-103T «Shining T » with its rare distinctive colour and provides it with a bright shimmering lustre.
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The sublime beauty of the timepiece compliments rather than overshadows its primary purpose, i.e. providing a fresh new approach to telling the time. On the UR-103T « Shining T », the four transparent hour satellites take turns flying past the graduated 60 minute arc and simultaneously provide the time in both analogue and digital form. The UR-103T « Shining T » : Transparently Sensual Time.

__________________________

UR-103T  - « Shining T » (an édition limitée of 33 pieces)
Case in 18k gold treated with AlTiN (Aluminium Titanium Nitride)
Dimensions: 50mm x 36mm x 13.5mm (including lugs)
Movement: Calibre 3.04 manual winding ; 21,600bph/3Hz; Power reserve 36 hours ; Triple bridges in black ARCAP P40 ; Time indication by sapphire hour satellites rotated by Geneva crosses 
Control Board: Grade 5 titanium, power reserve indicator, 15-minute and seconds dials for precise time-setting, user adjustable fine-tuning screw
